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UNITED STATES COAST PILOT CORRECTIONS 
 
COAST PILOT 5           38 Ed 2010              Change No. 5 
                                                                     LAST NM 36/10 
Page 300—Paragraph 196, lines 7 to 10; read: 
channel parallel to the highway bridge. In 2010, the con-
trolling depth was 4.8 feet. The channel is marked by lights 
and daybeacons.

(CL 789/10; DD 17811; 28/10 CG8) 37/10 

Page 301—Paragraph 205, lines 12 to 14; read: 

advised. In June 2010, the controlling depth was 9.2 feet 
(10.8 feet at midchannel) from Buoy CB to the bridge, 
thence 8.3 feet (10.2 feet at midchannel) through North 
Channel …

(CL 946/10; DD 18095) 37/10 

Page 302—Paragraph 228, lines 13 to 14; read: 

bridge. In 2010, the controlling depth was 2.9 feet (6.0 feet at 
midchannel). It is reported that the channel shoals rapidly 
after …

(CL 946/10; DD 18095) 37/10 

Page 315—Paragraph 54, lines 4 to 5; read: 

daybeacons. In 2010, the controlling depth was 6.9 feet (7.6 
feet at midchannel) from the entrance in …

(CL 945/10; DD 18074) 37/10 

Page 322—Paragraph 156, lines 4 to 6; read: 

to an anchorage basin at Dauphin Island Village. In 2010, the 
controlling depth in the entrance channel was 5.7 feet (7.0 
feet at midchannel), thence 4.3 to 7.0 …

(CL 695/10; DD 17764) 37/10 

Page 322—Paragraph 158, lines 11 to 14; read: 
the anchorage basin to Dauphin Island Bay. In 2010, the 
controlling depth was 4.3 feet (7.0 feet at midchannel) in the 
entrance channel to the basin, thence 6.0 to 7.0 feet in the 
basin, thence 4.4 feet (5.3 feet at midchannel) in the con-
necting channel.

(CL 972/10; DD 17816; CL 694/10; DD 17763) 37/10 

Page 323—Paragraph 165, lines 8 to 10; read: 

bridge. In 2010, the controlling depth was 4.7 feet (7.2 feet at 
midchannel) to the highway bridge, thence 5.7 feet in the 
basin. The channel is marked by …

(CL 691/10; DD 17706) 37/10 

Page 323—Paragraph 166, lines 5 to 10; read: 

2010, the controlling depth was 14.5 feet in the entrance 
channel, thence 12.7 feet (14.5 feet at midchannel) to the 
turning basin and 17.3 feet in the basin, thence 9.5 feet to the 
highway bridge. The channel is …

(CL 528/10; DDs 17662-63;
CL 693/10; DD 17765) 37/10 

Page 331—Paragraph 266, lines 4 to 5; read: 

turning basin. In 2010, the controlling depth was 6.8 feet, 
thence 3.3 to 9.5 feet in the basin.

(CL 949/10; DD 18098) 37/10 

Page 337—Paragraph 332, lines 4 to 5; read: 
for 1.6 miles to the mouth of the river. In 2010, the con-
trolling depth was 5.9 feet (7.0 feet at midchannel).

(CL 700/10; DD 17920) 37/10 

Page 337—Paragraph 336, lines 3 to 4; read: 

miles above the mouth of the river. In 2010, the controlling 
depth was 5.2 feet. The channel is …

(CL 791/10; DD 17873) 37/10 

Page 392—Paragraph 124, lines 6 to 7; read: 
maintained by the Corps of Engineers. In 2010, the con-
trolling depth was 10 feet. The channel is …

(DD 17517; DDs 17915-16) 37/10 

Page 422—Paragraph 58, lines 3 to 8; read: 

Sabine Pass, the depth is 1 to 4 feet. A fixed highway bridge 
over the S end has a clearance …

(CL 809/10) 37/10 

Page 543—Paragraph 571, line 2; read: 

this chapter. Vessels are usually boarded 2½ miles outside 
…

(CL 905/10) 37/10 


